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earis®premium TV listening system remains the market leader in quality

The unique selling point of the earis®premium system is its intelligent audio signal processing, which represents the state of the art - in short: personalised sound through dynamic hearing profiles. The system integrates a simplified form of self-adaption: it provides the user with five sound profiles at the touch of a button. These correspond to representatively determined listening preferences. A specially developed algorithm continuously adjusts the received audio signals dynamically according to the selected “sound image”, even when the level changes - i.e. even when the volume level of the source changes, for example when a different station is chosen or intrusively loud advertisements are shown.

Communication amplifier included

In addition to its use as a TV listening system, earis®premium provides a communication amplifier function. At the touch of a button, the integrated microphone is activated and the user can take part in conversations with other people present in the room, hearing their words individually amplified, without having to take off the TV listening system.Touching the button again returns to the TV channel. Convenient: The selected volume for TV or communication is stored individually, so no repeated adjusting is necessary.

earis®XS expands the system range

earis®XS, the second system in the series, comprises the essential features of the top model and is thus comparable to TV listening systems in the premium segment from other manufacturers. The new system is designed for people who primarily want to watch TV without being disturbed and who value excellent sound at individual volume levels. Because earis®XS does without the “dynamic sound HS” sound processing and the call amplifier function, it can be offered at a much lower price than comparable premium TV listening systems from other brands.




The earis® system design

earis® systems consist of a transmitter with an integrated charging slot for a spare battery and a receiver with a large, easy-to-grip volume control wheel. For wireless transmission between the two components via the 2.4 GHz frequency band, sets with a classic chinstrap receiver or with a pock receiver are optionally available. The latter allows the connection of all commercially available hearing components via a 3.5 mm jack - from the inductive neckloop to any headphone, earphone or headset. 
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The unique market feature of earis®premium is its intelligent state-of-the-art audio signal processing.
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The “earis®XS” sets are available with stetho set or pocket receiver. The standard scope of delivery of the pocket receiver includes a pair of earphones; in addition, the receiver allows the connection of any commercially available headphones.
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